
 

 

 

 

 

 

 

 

 

 

VOLVO PENTA JPR-V1000  

Per Motori Tipo: KAD42P-A, KAMD42P-A,KAD32P-A, TAMD42WJ-A, KAD43P-A, KAMD43P, KAMD43P-A, KAMD43P-B, KAD44P-A, KAD44P-B, KAD44P-C, KAMD44P-A, KAMD44P-C,      

KAD300-A, KAMD300-A, AD31L-A, AD31P-A, AD41L-A, AD41P-A, D41L-A, TAMD31L-A, TAMD31M-A, TAMD31P-A, TAMD31S-A, TAMD41H-A, TAMD41H-B, TAMD41P-A, TAMD41L-A, 

TAMD41M-A, TMD31L-A, TMD41L-A, TMD41B, D41A, D41B, TAMD41A, TAMD41B, AQAD41A, AD41A, AD41B, 290A, DP-A, DP-B, DP-A1, DP-B1, SP-A, SP-A1, MD31A, TMD31B, 

TAMD31B, AD31B, TMD41B, D41B, TAMD41B, AD41B, KAD42A, KAMD42A, AD31D-A, AD31XD, TAMD31D, TMD31D, AD41D, D41D, TAMD41D, TMD41D, KAD42B, KAMD42B, 

TAMD42B 

 


